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140 Kg

1,3 mt 1,8 mt 2 mt

Specifications Alpha 550 230Vac/
Alpha 550 24Vcc

Supply Voltage

Motor Power

Shaft Stroke

Cycles / Hour

Operating Temperat.

Weight

Max. leaf length

Opening degrees

Shaft Speed

Protection Class

Starting Capacitor

Max Pushing Force

230Vac±5% 50/60Hz

230 / 70 W

400 mm

20 / 40

-20°C/+55°C

9,0 / 9,5 Kg

3,3 mt

90° / 120°

1,7 cm/sec

IP54

6,3 •F / -

250 / 350  daN

Field 24V dcc /
Field230Vac
Field 230Vac fast

Compact 200/
Compact 400/
Compact 800

Arm 24 V

230Vac±5% 50/60Hz

300 / 70 W

550 mm

20 / 40

-20°C/+55°C

11 Kg

5,5 mt

90° - 120°

1,7 cm/sec

IP54

8 / -•F

350 /  170 daN

230Vac±5% 50/60Hz

150 / 220 / 380 W

-

50 /20 /20

-20°C/+55°C

12,3 / 13 Kg

3/3.5 / 1.6 mt

100° / 180°optional

IP67

16 / 12.5 •F

20 daN

-

Lyra 400/Lyra 800

230Vac±5% 50/60Hz

220 W

-

45

-20°C/+55°C

8 Kg

4,0 mt

100° / 180°

IP67

12,5 •F

56 daN

-

230Vac±5% 50/60Hz

180 / 220 / 220 W

-

45

-20°C/+55°C

11,6 / 13,8 / 13,8 Kg

2,0 / 4,0 / 4,0 mt

110°- 100° / 140° / 180°

IP67

8 / 12,5 / - •F

-

230Vac±5% 50/60Hz

45 W

-

20

-20°C/+55°C

12  Kg

1,8  mt

110°

IP44

-

200 daN

-

Angular Speed

Alpha 330 230Vac/
Alpha 330 24Vcc

- - 10°/sec 7°/sec 10°/sec - 7°/sec - 7°/sec

20 / 56 / 56 daN
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15 °/ sec
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Leaf length

BETA
Notice :In case of installation in windy places or with gate fully
closed SEA recommend to install operators without lock (SB).


